
Post through September 30, 2021

In cooperation with the U.S. Consumer Product Safety Commission

Safety Recall

from 8am to 8pm EST Monday through Friday, 9am to 3pm 
EST Saturday, or online at www.kidde.com and click on 
Product Safety Notices for more information.

1-844-796-9972

Scan code
with mobile
device for
more Info

Consumer Contact: Kidde toll-free at

Remedy:
Consumers should immediately contact Kidde to request a free replacement unit.

Hazard:
In certain instances, the product may not detect smoke, which could compromise 
the alarms’ ability to alert consumers to a potential fire.

Brand Name, Model of Affected Product:
Kidde TruSense Smoke and Combination Smoke/Carbon Monoxide Alarms.

Model 2070-VDSCR
Smoke / CO Combination Alarm

Model 2070-VASCR
Smoke / CO Combination Alarm

Model 2070-VDSR
Smoke Alarm

Model 2070-VASR
Smoke Alarm

Model 2040-DSR
Smoke Alarm

Model 2050-DS10
Smoke Alarm

Model 2060-ASR
Smoke Alarm

Package Examples

 

SMOKE ALARM
 120V Hardwired 
 with 9V Battery Backup

 Front Battery Door

0-47871-XXXXX-X

Manufactured by Kidde
For service return to:
Kidde 
1016 Corporate Park Drive
Mebane, NC 27302

Internet: 
www.kidde.com

Made in China

Interconnectable: Interconnects with up to 24 devices. See user guide 
for complete instructions. This alarm is not designed to be interconnected 

 Provides 10 years of continuous operation. 
Afterwards, this device will automatically alert you that it is time to 
replace the alarm (see user guide).

This product is designed to detect particles 
of combustion using a multi-criteria optical 
sensor (MCO).

for smoke alarms, such as every level and 
sleeping area of the dwelling. See user guide 
for more location information.

Complies with the 
following authorities: 

• Underwriters Laboratories (UL)

• Federal Housing Administration (FHA)

• Housing and Urban Development  
  (HUD)

• National Fire Protection Association  
  (NFPA)

• California State Fire Marshal (CSFM)

Temperature Range:  
40˚ F (4.4˚ C) to 100˚ F (37.8˚ C)

Humidity Range: up to 95% relative humidity 
(RH), non-condensing

See enclosed User Guide for complete 
instructions.

For maximum detection of the various types
of fires that can occur within the home, 
including fast flaming and slow smoldering, 
it is recommended that multi criteria smoke 
alarms be installed. This model meets the 
latest residential smoke alarm standards, 
which includes enhanced resistance to 
nuisance alarms from cooking.

Why TruSense?

As home furnishings and construction 
materials have transitioned to the use of 
synthetic materials, which may react 

standards for smoke alarms have changed. 
Smoke alarms will be required to pass 

polyurethane tests, as well as a “nuisance 
test” whereby devices must not alarm 
when subjected to certain types of 
cooking. Kidde’s TruSense Technology 
meets the latest industry standards to 

reduce cooking nuisance alarms. You will 

won’t be as tempted to disable your alarm 
to avoid nuisance alarms.

Advanced Sensor Technology

TruSense technology differentiates 

burning food. As particles enter the alarm, 
the size of the particles is analyzed by a 
series of algorithms and consolidated into 
ratios to determine if these particles stem 

Meets the latest UL217 polyurethane 

Smoke Alarm Features

• 120V Hardwired: with 9V Battery Backup
• Front Battery Door: easily change battery

without removing unit
• Hush® Button: allows you to quickly silence

nuisance alarms
• Test Button and LED:

of battery and alarm operation
• Utilizes TruSense Technology
• Loud 85 Decibel Alarm
• Mounting Bracket: quick and easy to install
• 10 Year Warranty (excludes battery)

SMOKE ALARM

Box P/N: 2060-7301-02 RevA

     WARNING: Battery door will not 
close unless battery is present.
Removal of battery, and disconnection 
or loss of AC power, will render the 
smoke alarm inoperative.

Cooking Nuisance Test
Smoke Levels from
Burning Hamburger

Wood & Paper Test
Smoke Levels from Flaming

or Smoldering Wood & Paper

Synthetic Materials Test
Flaming and Smoldering

Polyurethane

A Higher Standard for Home Safety
Kidde smoke alarms with TruSense technology meet the latest UL 217 standards, 
help recognize real fires and reduce nuisance alarms often caused by cooking.

Contractor-Friendly Features

• Pre-Stripped Wiring Harness: Easy-off cap
does not require stripper tool.

• Battery Pull Tab: Eliminates battery
installation time.

• UL-Listed Features
• 360° Mounting Bracket: The unit will

mount in 4 orientations on the
mounting bracket, every 90 degrees.

• Tamper Resist Locking Feature:
Deters alarm theft.

120V Hardwired
with 9V 

Battery Backup

Model 2060-ASR
P/N: 21029530

• Accurately Detects Various Fire Types

• Reduces Cooking Nuisance Alarms 

• Meets Latest Industry Standards

TRUSENSE Logo
Centered

Round Button

TRUSENSE Logo
On SideOval Button

TRUSENSE Logo
On Side

Sliding door 
to access 9V 

battery

Alarm Type Alarm Type Alarm Type Alarm Type

AMBER = FAULT AMBER = FAULT AMBER = FAULT AMBER = FAULT

Pop-up door to 
access 9V battery

Pop-up door to 
access 9V battery

Pop-up door to 
access 9V battery

Pop-up door to 
access 9V battery


